
 

 

Brewery wastewater 
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The client  
A leading producer of alcoholic and 
non-alcoholic beverages, using 
state-of-the-art technology and 
providing the finest quality products 
to satisfy our consumers and their 
consumption value. 

 
The Benefits 

 
● Efficient screening of solids and 

other foreign materials that may 
obstruct or impact downstream 
processes 

● Low investment and operating 
costs 

● High capacity with very small 
footprint 

● Reduction of clogging phenomena  
● Long life with little or no 

maintenance 

 

The Client’s Needs 
To treat the wastewater coming from the production of its beer, the 
client commissioned an anaerobic treatment plant to Biothane, the 
Veolia company specialized in aerobic and anaerobic wastewater 
treatment. 
Before entering the anaerobic plant, the wastewater coming from the 
beer production process needs to be filtered in order to separate 
larger particles like spent grains, paper labels, plastics etc. 
 
 
The Solution 
To ensure a high level of operational reliability for their anaerobic 
wastewater treatment plant, the client chose the proven Idrascreen 
fine screening technology. 
The unit supplied to the client is an ECO 6212 self cleaning rotating 
screen with screen opening of 1 mm. The flow rate is 6000 m3/day. 
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 IDRASCREEN 

 
Process Description 

The inlet water to be screened flows into the headbox 
which is specially designed to slow down the flow and 
to distribute it correctly. The inlet overflows a sealed 
weir into the rotating cylindrical screen. The solids are 
retained on the outside screen surface and removed by 
the doctor blade. 
The screened effluent passes again through the 
cylinder and carries on an efficacious backwashing of 
the screen openings. Thanks to this process, the 
portion of the cylinder screen is always perfectly clean. 
Moreover, the backwash avoids any mucilage 
formations inside the cylindrical screen.  

IDRASCREEN® is properly equipped with 
an inner washing system with low/medium pressure to 
do the periodical cleaning which allows to avoid 
clogging phenomena 
and to reduce the cleaning maintenance and its 
relevant costs.  

IDRASCREEN® also equipped with an overflow system 
to face unexpected inlet flowrate peaks.  

  
  
 

 
 

 


